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Professional, Creditable, Successful Product Specification
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Professional, Creditable, Successful Product Specification

o REtERESH Display

l

%ﬁoﬁ{c‘)r 16.7M(16777216)colors 24 bit color BR8G8B
IPS TZ TFT BonpE, (AFcRERE, HAXLE S, Ak
WBRARR PS WA, WLATE (BRUE R 85/85/85/85)5 K .
Panel Type High contras,good color reproduction,wide viewing
angle(typical value is 85/85/85/85)
LA
Viewing Angle 85/85/85/85(L/R/U/D) -
SRRt
Active Area (AA) 222.70(W)x125.30(H) 1024x600
PR 1024x600 AT A5 B B 0°/90°/180°/270° i i,
Resolution Support 0°/90°/180°/270°rotated display
A R AMIKT 20000H (AR s BERELE TAE, SR )
Backlight LED >20000H(Continuous  working ~ with  maximum
9 brightness, time of the brightness decays to 50%)
B3; 3 :
Brightness 300nit
e I 30 2K E) 2R Rt b R L P RE S BB ORIREY, RGN B DR S ]
Note: Displaying of high-contrast still images for more than 30 minutes may result in residual images. Please add
animation to avoid this problem.

o HMAESH Voltage & Current

THRRE ]
Power Voltage 6 12 36 v
TERR ~
Operating VCC=+12V - 330 - mA

o TEFBRMTTFEMHESH Reliability Test

THERE
Working
Temperature
WHREE
Storage - -30 25 80 °Cc
Temperature

TAEREE
Working Humidity

o EEORESH Interface

12V BE R, 1B 60%

60%RH at 12V voltage -20 25 70 C

25 °C 10% 60% 90% RH

Filak:JubiE- 6-36V HLJEF: T, HDMI 411
Socket 6-36V power interface, HDMI interface
USB #M £ Yes
SD f#:0
SD Slot 7 None
® HMESZHF Peripheral
XIS SCHE LA A Al g
Peripheral Capacitive touch panel
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Professional, Creditable, Successful Product Specification

o AIEMYH R~} Packing Capacity & Dimension

éﬁffg;{on 235.0(W)x142.3(H)x20.60(T)mm
HEE
Net Weight 420g

FH: BORMXAES . ASEna L RE S BOE I R B AR, A AT .
Disclaimer: The information presented is for information purposes only. The new design changes of the product will be added as time
gose by, do not affect performance parameters or use without prior notice.
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s 8 Pinl THDS Darca2+ Pinil THDS Clock Shield L e fi e pil,
- @ ] . Location hele is used as position reference.
. Pin2 VDS Data? Shield Pinl2 TMDS Clock- ey P
) = . 2. FAMEAZEA+/-0. 3m
- Pin3 THDS Datai- Finl3 CEC Unmarked Tolerance is +/-0. 3mm
{5 — - ; . —
P % Pind S Datal+ Pinld HEC Data-(fptional, HDMI 1. 4+vith Bthernet) Wd ﬁmﬁmﬁﬁ&mw@w_ﬂﬁm -
B . - ctive area 1s marked in Dash lines
= ﬂ|na Pin5 THDS Datal Shield Pinls SCL(12C Serial Clock for DDC)
" 2 Ping _ Pinl§ SDA(I2C Serial Deta Line for DIC)
3 o d HD101-001L @
=5 Pin? THDS Datal+ Pinl7 DDC/CEC/HEC Ground ¥ @
v Al Ad sl Gy AR o001, 06, 22 U_Eu..ﬁ b= m__ﬁ
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